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Abstract—This paper presents a novel technique for designing
a microwave power delivery system targeted at compact and
portable microwave-assisted diagnostic healthcare applications
to help tackle the growing problem of anti-microbial resistance.
The arrangement comprises a purpose-built cylindrical cavity
resonator within which, the bacterial samples are exposed, driven
by a high-efﬁciency 10-W GaN ampliﬁer, critically coupled via a
simple, adjustable internal loop antenna. The experimental work
considers the exposure of different sample volumes of water and
the change in the natural impedance environment of the cavity
that results. For the ﬁrst time, it is shown that impedance variation
cannot only be accommodated, but can actually be exploited,
allowing “continuous,” high-efﬁciency performance to be achieved
while processing a wide range of sample volumes. Speciﬁcally,
using only transistor package parasitics, the impedance of the
cavity itself together with a single-series transmission line allows
a continuous class- mode loading condition to be realized.
Measured results show more than 70% average drain efﬁciency,
above 40-dBm average output power, and more than 10-dB gain
over the cavity's operational bandwidth.
Index Terms—Anti-microbial resistance (AMR), bacterial
spore, C-difficile, class- , continuous modes, DNA detection,
GaN, healthcare, microwave heating, power ampliﬁer (PA).
I. INTRODUCTION
S INGLE-MODE microwave resonant cavities driven byhigh-efﬁciency microwave power ampliﬁers (PAs) are
enabling many applications within research, industry, and
healthcare-related ﬁelds. Examples of these include polymer
curing for the production of microcapsules for drug delivery,
curing large-scale components for the aerospace industry, as
well as the assisted curing of new types of environmentally
friendly concrete. Developing research is also looking at tumor
ablation, bacterial bioﬁlm disruption, water sterilization, ad-
ditive manufacture monitoring, hydrogen storage, heavy-oil
cracking, and others. Most of these applications have the
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potential for commercialization (and hence integration), and
all use resonant cavity structures capable of allowing almost
all (typically ) of the generated microwave power to
be delivered into a sample or device. Each of these cavities
typically needs to be driven by a high-efﬁciency microwave
ampliﬁer developing power between 1 and 300 W, and, due
to the load-dependent resonant properties, these microwave
power generators need to be frequency-agile and able to operate
over wide bandwidths.
In terms of healthcare applications, the spread of anti-micro-
bial resistance (AMR) is a growing threat to our ability to treat
infectious disease, due largely to the “blind” prescribing of an-
tibiotics. This is, in part, a consequence of our inability to de-
termine the antibiotic susceptibility of infecting bacteria sufﬁ-
ciently rapidly in real time. Current bacterial detection methods
take at best several hours to produce results and tend to be used
to conﬁrm rather than to prevent infection.
In this paper, it is described how high-efﬁciency microwave
ampliﬁers and microwave resonant cavities are enabling a pro-
totype bacterial DNA detection system that is able to conﬁrm
presence of speciﬁc pathogens within minutes instead of hours;
this is a signiﬁcant change that has the potential to reduce pa-
tient suffering and morbidity and help extend the utility of the
remaining effective antibiotics.
Although using microwave techniques for disruption and
sensing in medical and healthcare applications offers many
advantages, previous work in this ﬁeld has been limited to
using conventional microwave ovens and metallic bow-tie
structures deposited on glass. Due to the use of magnetrons
and multimode cavities, this apparatus proved unreliable, inef-
ﬁcient, physically large, imprecise, with difﬁcult to control and
required mains level voltage to operate.
In the microwave-enhanced diagnostic application targeted
in this work, high microwave ﬁeld within a circular cavity res-
onator is used to disrupt not only bacterial vegetative cells but
also spore, such that bacterial DNA can be easily detected using
patented, rapid, high-sensitivity, and high-selectivity biochem-
ical assays. For this bedside, portable, and potentially ﬁeld-de-
ployable apparatus, compactness, high power efﬁciency, fre-
quency agility, ease of integration, and measurement accuracy
are all critical aspects of the design.
Solid-state microwave generation for diagnostic and sensing
systems has, over the years, attracted the attention of medical
and engineering professionals alike. For example, beam-fo-
cused annular arrays of microstrip patch antennas studied in
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[1]–[3] are currently in use for noninvasive treatment of tumors
in the head, neck, and pelvic region of the human body.
More recently, and associated with this work, rapid detec-
tion ( 4 min) of C-difficile, anthrax, and tuberculosis using
advanced biochemical DNA detection techniques have been
patented in [4]. Similarly, in [5] and [6], a fully integrated
solid-state microwave heating system is demonstrated in which
a cavity resonator is directly presented to the LDMOS power
transistor. The work presented in this paper signiﬁcantly ex-
pands previous work in two aspects.
First, through the novel application of continuous-mode
theory, this apparatus has the ability to accommodate the load
impedance variations that result from treating different volumes
of water samples, while working over the operational band-
width of the cavity—which is a scenario that would typically
exist in the targeted application
Second, it formulates the continuous class- power am-
pliﬁer mode by utilizing the built-in package network of the
10-W GaN transistor, together with simple series transmission
lines. Using these techniques, a high-efﬁciency continuous
PA has been designed using a dramatically simpliﬁed matching
network.
Continuous-mode ampliﬁer design is a relatively new con-
cept, and the “normal” application space is transmitter design
for wireless communication systems. The approach is attractive
in that it is able to tolerate and even exploit the varying imped-
ances presented by a ﬁxed matching network and deliver con-
sistently high power and efﬁciency over wide or very wide op-
erational bandwidths. This biomedical application is different
in that the load is not a matched load or antenna, but is a single-
mode resonant cavity containing a biological sample, with sig-
niﬁcant fundamental and harmonic impedance change caused
by variations in key sample parameters including volume, con-
sistency, and temperature. The impedance variation at the fun-
damental frequency for example manifests itself as a shift in the
cavity's resonant frequency, which can change signiﬁcantly with
variation in these parameters.
It is important to stress that, to ensure high ( ) efﬁ-
ciency in terms of delivering generated radio-frequency (RF)
power into the cavity, the frequency of excitation needs to
change in response to the resonant frequency of the cavity,
minimizing the reﬂection coefﬁcient.
This technique signiﬁcantly reduces the complexity and
physical size of matching networks typically required for
broadband ampliﬁers. For example, the conventional broad-
band class- PA presented in [7] used a complicated and
physically large output matching network together with the
built-in transistor package network. The comparison of both
“conventional” and compact continuous class- design
approaches is shown in Fig. 1 (note that two different device
types are used here with different parasitic networks).
Achieving high power delivery and good power efﬁciency
when driving a resonant cavity is problematic because of the
sensitivity of the resonant mode to any perturbations of the load.
In other words, it is difﬁcult to control the fundamental and har-
monic load impedance environment presented by the cavity as
it changes signiﬁcantly when the volume, temperature, and con-
sistency of the sample is varied, as would likely be the case in a
Fig. 1. Matching circuit design incorporating package parasitic components
for (a) conventional 50- continuous class- design using a CREE 10-W
GaN (CGH4001010) power transistor [7]. (b) Simpliﬁed, compact direct match
design, again incorporating package parasitics, using a similar NXP 10-W GaN
device (CLF1G0060-10).
practical healthcare setting. This is compounded by the fact that,
in the optimized, adaptive system envisaged, the frequency of
the excitation would need to be precisely adjusted to accommo-
date shifts in resonant frequency. However, in this work, it is
shown that the efﬁciency of a microwave heating system can
be increased by designing a broadband matching network that
can accommodate changes in the impedance environment of the
cavity resonator due to such variations, through the adoption of
continuous-mode PA matching techniques [7].
A broadband class- matching network, consisting of
a transistor package network together with series microstrip
lines has been designed to accommodate the volume depen-
dent changes in the impedance environment of the circular
cavity. The integrated matching network ensures the reﬂection
coefﬁcient of the cavity at the intrinsic plane of the 10-W
GaN transistor and allows continuous mode operation to be
achieved. The precise relative phasing of the fundamental
and second-harmonic loads at the current generator plane
( -plane) allows a high RF performance to be maintained
over the functional bandwidth of the cavity resonator.
Unlike “conventional” 50- continuous class- PA design
approaches [7], [8], this method relies on a “direct integration”
approach and eliminates the need for the additional and physi-
cally large harmonic tuning networks connecting the PA to the
resonator, together with their associated loss. Further, integra-
tion has been considered by introducing a directional coupler
into the output stage of the PA in order to monitor the delivered
and reﬂected power to enable some degree of performance anal-
ysis as well as to ultimately provide a means of adaptive control.
II. INTEGRATED DESIGN METHODOLOGY
Characterization of the critically coupled cavity while
varying water volume and then importing the combined,
volume-dependent one-port -parameter ﬁle into a nonlinear
circuit simulator allowed the loaded cavity to be dynamically
modeled. In summary, the design process has been divided into
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two stages, the ﬁrst involving the characterization of the res-
onator under dynamic loading conditions (variation in sample
volume) and the second focusing on multiharmonic load-pull
characterization of the transistor. These stages are summarized
in more detail below.
First, it was important to capture, in detail, the critically
coupled impedance environment of the cavity by varying the
volume of the sample (water) between 100 to 300 L in 20-
steps. Following this, a 10-W GaN high-electron mobility
transistor (HEMT) power transistor was characterized using
a multiharmonic active load-pull measurement system [15],
in order to identify optimum performance parameters and a
class- mode of operation, which was later extendable to
the required continuous class- mode.
Once the intrinsic and package-plane optimum harmonic
impedances had been identiﬁed, it was possible to design a
simpliﬁed broadband class- matching network to transform
the measured cavity impedance environment to the required
continuous mode impedances for presentation to the intrinsic
output plane of the 10-W GaN transistor. This was done ﬁrstly
for class- , and later extended to continuous class- . A
simple directional coupler was embedded at the output stage of
the ampliﬁer to measure the system performance for different
water volumes, allowing the complete structure to be measured
and evaluated.
A. Measurements of the -Mode Circular Cavity
Commercial microwave ovens comprise large, multimode
resonant cavities excited by a relatively broadband (20-MHz)
microwave source (magnetron). Although highly effective for
domestic cooking and a wide variety of industrial applica-
tions, the complex impedance environment and unpredictable
ﬁeld distribution within these cavities restrict their use for
precision microwave heating and disruption purposes where
the controlled delivery and dosage is critical. In contrast,
single-mode cavity resonators having well-deﬁned impedance
environments, well-deﬁned resonant modes, and uniform and
predictable electric ( ) and magnetic ( ) ﬁeld distribution
offer many possibilities in both industry and academia [9],
[10]. In this experimental work, a -mode, loop-coupled
circular cavity resonator was designed to operate at a resonant
frequency of 2.5 GHz.
The cross-sectional views of both halves of this cavity are
shown in Fig. 2(a), and the -ﬁeld distribution (unloaded and
300- L water loaded) is shown in Fig. 2(b). The cavity was ini-
tially loaded with a plastic Eppendorf tube containing 300 L of
water ( ). Critical coupling into the -ﬁeld was achieved
by careful adjustment of the position and orientation of the cou-
pling loop in Fig. 2(a). Once critically coupled to a nominal
volume, the ﬁrst -parameter measurement was taken, and min-
imum was found to be 23 dB, as shown in Fig. 3.
The water volume was then reduced in 20- L steps from 280
to 100 L, at which point, for a ﬁxed coupling position, the
cavity became excessively reﬂective (insertion loss 3 dB).
This experiment resulted in ten discrete data ﬁles with each
ﬁle containing the one-port -parameters of the cavity corre-
sponding to a speciﬁc water volume.
Fig. 2. (a) circular cavity showing both hemispheres as well as the
coupling loop. (b) -ﬁeld distribution (V/m)—simulated using COMSOL mul-
tiphysics package at 2.5 GHz.
Fig. 3. Measured -mode circular cavity response showing resonant
shift due to varying water volume.
To utilize the measured cavity response ofﬂine in a com-
puter-aided design (CAD) software, the ﬁles were combined
into single multidimensional interchange format (MDIF) ﬁle
and imported into the nonlinear circuit simulator (AdvancedDe-
sign System (ADS), Keysight Technologies) for the next stage
of the process—the PA design. The natural change in the funda-
mental and harmonic band impedance environment of the cir-
cular cavity as a function of water volume can be observed in
Fig. 3.
B. Continuous Class- Mode Theory
Achieving very high performance in PAs requires speciﬁc
fundamental and harmonic impedances to be presented to the
transistor. For example, a narrowband class- mode can be
achieved by presenting second-harmonic open and third-har-
monic short-circuit impedances at the -plane of the tran-
sistor [11]. Conventional high-efﬁciency-mode PAs, although
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practical in many applications, are limited due to narrowband
operation. These limitations extend to the biomedical applica-
tions discussed here, where the excitation frequency needs to be
continually adjusted to track resonant frequency change due to
volume and temperature variations in the sample.
Continuous-mode theory, targeted almost exclusively so far
at mobile communications applications, provides a solution for
achieving high-efﬁciency wideband operation [12]. Continuous
class- mode is an extended version of the narrowband
class- mode [13]. This mode of operation is achieved
by ideally short-circuiting the third harmonic and presenting
speciﬁc fundamental admittance and second-harmonic sus-
ceptance to the intrinsic plane of the transistor. This results
in a second-harmonic peaking half-wave rectiﬁed sinusoidal
voltage waveform and an “allowed” set of current waveforms
which, starting as a square waveform, can change in phase,
shape, and amplitude, but importantly retain power and ef-
ﬁciency performance. The voltage and current waveforms
associated with the continuous- mode can be generalized




Equations (1) and (2) deﬁne the standard class- squared
current waveform and second-harmonic peaking half wave rec-
tiﬁed sinusoidal voltage waveform respectively. In this inverted
continuous mode, the current waveform is allowed to vary, and
this is represented by (3), where the variable is introduced,
and is allowed to vary between and 1. In the load admit-
tance environment, this is achieved, provided that fundamental
and second-harmonic loads remain anti-phased as shown, for
example, in Fig. 4(a), where the black circles show the allowed
fundamental load admittance and the blue squares show the cor-
responding second-harmonic susceptances.
Therefore, by using (1)–(3), it can be seen how the loads can
be distributed over, in this case, the admittance plane, and used
to target wideband design space. Note that, although in this ap-
plication the load presented to the transistor will be varying due
to sample volume variation as well as frequency variation, the
concept still holds. The current and voltage waveforms for this
continuous class- mode PA are shown in Fig. 4(b).
C. Transistor Characterization Using Active Harmonic
Load-Pull and Waveform Engineering
Active harmonic load-pull is an advanced technique used
for rapid transistor characterization, and, when coupled with
waveform engineering techniques, is particularly useful in
determining and emulating the optimum fundamental and
harmonic impedances for speciﬁc modes or classes of transistor
operation [15].
As a starting point, a 10-W GaN power transistor (NXP
CLF1G0060-10) was selected for this experiment. To apply
load-pull measurement and waveform engineering techniques
Fig. 4. (a) Ideal contours of continuous class- loading conditions. (b) Ideal
contours class- resulting waveform combinations.
[15], the transistor was ﬁrst de-embedded to its intrinsic (real)
-plane, where the output waveforms are free from the
effects of any package-related impedance transformation and
can be viewed accurately in relation to the transistors boundary
conditions established by the dc – characteristics. The
package parasitic network required for de-embedding was pro-
vided by the manufacturer. Simulating these package parasitic
networks within Keysight ADS provided -parameter data that
was then used with Mesuro commercially available measure-
ment and load-pull software to modify the calibrated reference
plane from that of the package plane (established using a TRL
calibration) to the intrinsic plane within each transistor, for
subsequent measurement. The photograph of the test setup used
in this measurement exercise can be seen in [13, Fig. 8].
A design frequency 2.45 GHz was selected and the tran-
sistor was biased in approximate class-A ( ;
, ).
As the continuous class- is based on overdriven class-A,
this was the starting point for the characterization. Load-pull
measurement techniques were then applied at the intrinsic plane
of the transistor and approximate class- voltage and current
waveforms were engineered, as shown in Fig. 5.
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Fig. 5. Measured class- waveforms at -plane of a 10-W GaN power
transistor at 2.45 GHz.
In this state, the measured 10-W GaN transistor delivered
84% drain efﬁciency at 10.12-W output power at 2.45 GHz.
Using this as a starting point, and by applying (1)–(3), the nar-
rowband measured current waveforms can be extended to
continuous class- over a speciﬁed range of [ 1 to 1]. Al-
though the measured waveforms shown in Fig. 5 are not perfect,
“textbook” class- , this represented a good starting point. To
extend the class- mode to continuous class- , the next
step was to consider the natural cavity resonator impedance en-
vironment and to design a simpliﬁed output matching network
capable of arranging the identiﬁed cavity loads at the intrinsic
plane of the transistor, and hence to achieve optimal perfor-
mance over operational range.
D. Integrated Continuous- PA Design Approach
As already discussed, a correct impedance matching network
is a critical requirement for realizing high-efﬁciency PA modes.
Low-pass ﬁltering methods using multistage low-pass networks
discussed in [16] and [17] or stepped-impedance transformer
approaches discussed in [18] can be used to present the required
loading conditions for high-efﬁciency PA modes designed in
50- environments.
To be able to present the required continuous class-
loading conditions over the cavity bandwidth, simple series
transmission lines were used in conjunction with the transistor's
package parasitics. Line dimensions were adjusted until the
fundamental and second-harmonic loads were as close as pos-
sible to their optimum locations. The simulated results, depicted
in Fig. 6, clearly show that by using simple ideal series trans-
mission lines, it is possible to transfer the discrete cavity loads
(on the right) to the optimum points of the transistor (on the
left), as identiﬁed in earlier load-pull measurements, allowing
an integrated continuous mode PA structure to be realized. It is
important to highlight here that a perfect third harmonic short
circuit cannot be realized using this simple technique. Although
it may be possible to add an extra stub to short circuit the third
harmonic, this would introduce additional loss and periphery
to the proposed compact design. To investigate the impact of
this, the load at third-harmonic frequency was systematically
Fig. 6. Continous- harmonic matching network topology using microstrip
lines on RT/Duroid 5880 ( , 0.5 mm, ) substrate.
The Smith chart on the right shows measured cavity loads, and the Smith chart
on the left shows transformed continuous-mode impedances at the device cur-
rent generator plane.
varied around the outside of the Smith chart and only 1%–2%
variation in PA drain efﬁciency was observed.
The design was completed by converting the ideal transmis-
sion lines to microstrip lines using RT duroid-5880 substrate
( , 0.5 mm, ) and the phys-
ical lengths and widths of the lines were calculated. The ﬁnal
integrated PA design was simulated using ADS software, and
continuous class- waveforms were obtained at the de-em-
bedded -plane as shown in Fig. 7.
Simulations using the NXP CLF1G0060-10 transistor
package model clearly show the expected second-harmonic
peaking half rectiﬁed sinusoidal voltage waveform (only
varying slightly) and set of phase-shifted current waveforms
(with a central square waveform), clearly showing the contin-
uous class- mode of operation. Note that, importantly, this
set of high-power, high-efﬁciency continuous-mode waveforms
correspond to actual changes in the load impedance environ-
ment due to varying sample volume conditions.
The efﬁcient RF power delivery into the cavity is another
important objective. Thus, after engineering a continuous
class- mode of the PA under discrete loading conditions,
it was important to be able to monitor the reﬂected power
between the cavity and the matched PA. The effectiveness
of the complete matching network, including the embedded
package parasitic network was conﬁrmed through simulation,
by presenting a range of measured cavity loads at the output
(right-hand side) of the ﬁnal matching network between 2.3
and 2.6 GHz (operational bandwidth of the cavity). Simple
-parameter sweeps were conducted for each selected load.
Simulation results utilizing the measured cavity data clearly
show that for discrete loading conditions, the return loss, from
the perspective of the device's -plane, can be maintained
below 10 dB for the majority of samples, which, is deemed
acceptable as it will result in 90% of the power being delivered
to the cavity, as shown in Fig. 8.
E. Directional Coupler Design and Calibration
An integrated directional coupler was used to measure the de-
gree of mismatch between the source and load and speciﬁcally
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Fig. 7. Simulated continuous class- waveforms obtained at the Intrinsic
Plane of 10-W GaN transistor using (NXP CLF1G0060-10) transistor package
model. (a) Current waveforms. (b) Voltage waveforms.
the amount or reﬂected power. Typically, PA performance can
be determined using conventional, standard 50- directional
couplers, where the power reﬂected can be measured along with
power delivered to the load.
Within the available timeframe for this research, it proved
difﬁcult to properly design a coupled-line directional cou-
pler for large-signal measurements [18]. In light of this, the
integrated directional coupler was designed within the EDA
(Keysight Technologies ADS) environment using a CAD-based
empirical approach. The coupler was evaluated using a 2.5D
EM simulation tool (Momentum) under different loading con-
ditions, and the resulting coupler behavior was used as a simple
calibration to correct the actual measurement data and obtain
an approximation of the power delivered to the cavity. It is
acknowledged that this was not the optimal approach, but was
the only option possible with the timeframe of the project.
As research progresses and capability improves, the authors’
intention is to verify the coupler behavior in a number of ways:
Fig. 8. of the integrated -mode circular cavity resonator for varying
sample volumes.
Fig. 9. Output matching network and incident and reﬂected power monitoring
by quarter-wave directional coupler.
using a specialist thermal imaging camera to look inside the
cavity and measure directly the power delivered into the sample
and to implement a one-port calibration together with active
load-pull techniques. Fig. 9 shows the method used in moni-
toring incident and reﬂected power from the cavity by using a
directional coupler.
III. FABRICATION AND MEASUREMENTS
After designing the integrated microwave heating arrange-
ment, the simpliﬁed continuous class- PA design was fab-
ricated, and the printed circuit board (PCB) board was manu-
factured, as shown in Fig. 10. Compared with the conventional
continuous inverted-F PAs, the board dimensions in this case
were found to be 40 45 mm with only series matching lines
which, to the best of the authors’ knowledge, are the record re-
duced dimensions.
To begin the measurements, the PA was biased to its class-A
( 28 V; 1.2 V, 400 mA) and the cavity
was initially loaded with 200- L water. The loop antenna
housed inside the cavity was adjusted and coupled into its
magnetic ﬁeld. The method described in Section II-A was
implemented by systematically preparing ten water samples
for separate measurements. On the other hand, to generate RF
power for heating the samples, the CW carrier (at 2.435 GHz)
was generated by MXG signal generator and boosted up to
26 dBm by a driver PA. The integrated PA was driven up
to its 1 dB compression point (26 dBm) and the RF signal
analyzer (EXA-9010A) was attached to the coupling port of
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Fig. 10. Fabricated continuous PA with series lines and built-in direc-
tional coupler.
Fig. 11. Photograph of the measurement setup showing a PA connected to res-
onant cavity and spectrum analyzer via directional coupler.
the embedded and fully calibrated directional coupler as shown
in Fig. 11.
Predeﬁned loading conditions and systematic variation in
water volume and frequency resulted in speciﬁc, arranged
impedances (continuous class- ) at the current generator
plane of the 10-W GaN transistor, and the expected (shown
through simulation) continuous-mode RF performance was
measured over the operational bandwidth of the cavity and is
shown in Fig. 12(a) and (b). One case for the measured PA
performance has been shown in Fig. 11, where the cavity was
loaded with 200 L and the coupled signal was sensed by the
calibrated signal analyzer at 2.435 GHz. Similarly, different
water samples were loaded inside the cavity resonator and
the corresponding dc power consumption and the RF power
generations were measured through a systematic selection of
water samples and frequency.
The integrated structure maintained a measured average efﬁ-
ciency over the operational bandwidth (2.37–2.49 GHz) above
70% while delivering a minimum continuous output power of
9.5 W with an average 10.2 W delivered for all water volumes.
Although the measured results depicted in Fig. 12 show an
excellent continuous RF performance of the fully integrated PA
structure, the small variations in the output power and the drain
efﬁciency show the fabrication tolerance and the small variable
coupling loss of the embedded directional coupler (accounted
in EM simulation), which is a design characteristic of the
coupled-line directional couplers in a high-power measurement
environment.
Fig. 12. Measured performance of the integrated PA over change in sample
volume. (a) Frequency response of drain efﬁciency. (b) Frequency response of
output power and gain.
IV. CONCLUSION
In this paper, a highly efﬁcient and broadband solid-state
microwave heating structure has been presented. The integrated
microwave heating apparatus has been targeted for portable
and ﬁeld-deployable diagnostic healthcare applications. The
proposed apparatus is capable of accommodating (heating)
multiple water samples of different volumes while guaran-
teeing high-efﬁciency operation of the PA and minimizing the
reﬂections from the cavity resonator.
The technique adopted in this paper follows the direct inte-
gration approach where the circular cavity is directly attached
to the 10-WGaN power transistor and the continuous class-
mode of operation has been achieved by utilizing the water-de-
pendent cavity loads together with the simple series delay line
and the built-in package network of the transistor. Under contin-
uous-inverse-F loading conditions, the apparatus demonstrated
a high RF performance (average drain efﬁciency ) over
the functional bandwidth of the cavity (2.37–2.49 GHz). The
integrated design also contains an integrated directional cou-
pler that offers a continuous performance monitoring mecha-
nism and adds to the further compactness of the system. Due to
its small size, ﬂexibility, and light weight, this apparatus can be
installed and operated bedside for sample diagnosis.
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